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Feature             

 

 

Electrical Specifications @ 25°C 

Turns Ratio 

                 PRI:SEC 

OCL(mHmin) 

10KHz/0.1V@25℃ 

OCL(mHmin) 

10KHz/0.1V@-40℃ Part 

Number 48-46:1-3  42-40:7-9 

36-34:13-15 30-28:19-21 

45-43:4-6 39-37:10-12 

33-31:16-18 27-25:22-24 

25-27,28-30,31-33,34-36, 

37-39,40-42,43-45,46-48, 

25-27,28-30,31-33,34-36, 

37-39,40-42,43-45,46-48, 

HI-POT 

(Vrms) 

TI4802S-1 1:1(+/-5%) 2:1(+/-5%) 1.2 0.6 1500 

 

Continue 

DCR(MAX) 
L/L(uHmax) 

100KHz/0.1V Part 

Number 

CW/W(pFmax) 

100KHz/0.1V 4-6,10-12 

16-18,22-24 

1-3,7-9 

13-15,19-21 

25-27,28-30,31-33,34-36 

37-39,40-42,43-45,46-48 

1-3,7-9,13-15,19-21

(shortSEC) 

4-6,10-12,16-18,22-24 

(shortSEC) 

TI4802S-1 35 0.4 0.8 1.1 0.8 0.8 

Mechanical                                                                Schematic 

BOURNS

YYWWPIN1 DOT
29.2132.16MAX

18.09 0.461.2721.64±0.40
8.0MAX

29.21
2.29 1.27

0.7618.2 22.7 REF
0.31.60.10 MIN0.1/.00448 SURFACES 0°~8°

SM51227-1L

      
                                                                                                                        



MFILTER ELECTRONIC CORP. 
SAMPLES TEST REPORT 
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CUSTOMER ACUWA CUST P/N SM51227-1EL 

ITEM TRANSFORMER MFILTER P/N TI4802S-1 

PART NO. 208-09820 DATE 2011/06/04 

ITEM TEST 
CONDITION @ 25℃ TEST PIN 1 2 3 4 5 SPECIFICATION 

Min Typ Max 

OCL 
(mH) 

10KHz/0.1Vrms 
 

25-27 2.29 2.35 2.13 2.25 2.53 

1.2   

28-30 1.90 2.11 2.19 2.20 2.03 
31-33 2.11 1.97 1.92 1.97 2.10 
34-36 2.08 2.08 2.00 1.89 2.09 
37-39 1.89 2.12 2.04 1.69 2.15 
40-42 2.13 2.01 2.16 2.07 2.01 
43-45 2.10 2.07 1.89 2.09 2.09 
46-48 2.07 2.08 2.00 2.08 2.06 

HI-POT(Vrms) 1500Vrms/0.5mA PRI/SEC PASS PASS PASS PASS PASS 1S 

TURNS RATIO 
(±5%) 100KHz/0.1Vrms 

48-46:1-3 1.000 1.001 1.001 0.999 1.000 
1:1 42-40:7-9 1.000 0.999 1.000 1.000 1.001 

36-34:13-15 0.999 1.000 0.999 1.000 1.000 
30-28:19-21 2.000 2.000 2.000 2.001 2.001 

45-43:4-6 1.999 1.999 2.000 1.999 2.000 
2:1 39-37:10-12 2.001 2.000 2.000 2.000 2.000 

33-31:16-18 2.001 1.999 2.000 2.000 2.000 
27-25:22-24 1.999 2.001 2.000 2.000 1.999 

      L/L 
     (uH) 

      
100KHz/0.1Vrms 

 

1-3(short48-46) 0.19 0.20 0.20 0.22 0.21 

               0.8 

7-9(short42-40) 0.20 0.21 0.20 0.19 0.22 
13-15(short36-34) 0.23 0.21 0.21 0.20 0.21 
19-21(short30-28) 0.20 0.21 0.21 0.20 0.21 

4-6(short45-43) 0.11 0.10 0.10 0.11 0.10 
10-12(short39-37) 0.11 0.12 0.11 0.10 0.11 
16-18(short33-31) 0.10 0.11 0.11 0.12 0.11 
22-24(short27-25) 0.11 0.10 0.11 0.10 0.11 

CW/W 
(pF) 

100KHz/0.1Vrms 

2-48 15.2 14.9 14.5 15.3 15.6 

               35 

5-45 6.3 6.9 6.7 6.6 6.9 
8-42 15.3 15.8 14.9 14.7 14.2 
11-39 6.1 6.6 6.9 6.2 6.9 
14-36 14.9 14.8 14.8 14.9 14.8 
17-33 6.3 7.0 6.5 6.7 6.9 
20-30 15.2 15.0 14.9 14.9 14.2 
23-27 6.9 6.6 6.8 7.0 6.5 

DCR 
(Ω) 

 

4-6 0.25 0.26 0.27 0.25 0.27 
               0.4 10-12 0.25 0.26 0.25 0.25 0.25 

16-18 0.26 0.25 0.26 0.25 0.26 
22-24 0.26 0.27 0.26 0.26 0.26 
1-3 0.43 0.41 0.43 0.42 0.41 

 
                0.8 

7-9 0.41 0.42 0.42 0.41 0.42 
13-15 0.43 0.41 0.42 0.41 0.43 
19-21 0.43 0.41 0.41 0.41 0.42 
25-27 0.71 0.71 0.70 0.71 0.71 

               1.1 

28-30 0.72 0.72 0.72 0.72 0.72 
31-33 0.72 0.72 0.72 0.72 0.72 
34-36 0.72 0.72 0.72 0.71 0.72 
37-39 0.72 0.71 0.72 0.72 0.70 
40-42 0.71 0.71 0.72 0.71 0.71 
43-45 0.71 0.71 0.71 0.71 0.71 
46-48 0.72 0.71 0.72 0.71 0.70 

REMARK: Approved by: Checked by: Drawn by: 

唐海英  唐海荣 
 
 
 

SAMPLES  
NO. 



 MFILTER ELECTRONIC CORP. 
SAMPLES TEST REPORT 
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CUSTOMER ACUWA CUST P/N SM51227-1EL 

ITEM TRANSFORMER MFILTER P/N TI4802S-1 

PART NO. 208-09820 DATE 2011/06/04 

ITEM TEST 
CONDITION @ 25℃ TEST PIN 6 7 8 9 10 SPECIFICATION 

Min Typ Max 

OCL 
(mH) 

10KHz/0.1Vrms 
 

25-27 2.41 2.00 2.12 2.10 2.00 

1.2   

28-30 1.89 2.10 2.07 1.95 1.99 
31-33 2.20 2.12 2.28 2.16 2.32 
34-36 1.99 1.97 2.13 2.09 2.10 
37-39 2.01 1.98 1.93 2.18 2.19 
40-42 1.99 1.90 2.01 2.00 2.12 
43-45 2.31 2.41 2.13 2.37 2.26 
46-48 2.07 2.17 2.20 2.10 2.29 

HI-POT(Vrms) 1500Vrms/0.5mA PRI/SEC PASS PASS PASS PASS PASS 1S 

TURNS RATIO 
(±5%) 100KHz/0.1Vrms 

48-46:1-3 0.999 1.001 1.001 0.999 1.000 

1:1 42-40:7-9 1.000 0.999 1.001 1.001 1.001 
36-34:13-15 0.999 1.000 1.000 1.000 1.000 
30-28:19-21 1.999 2.001 2.000 2.001 1.997 

45-43:4-6 2.001 2.000 2.000 2.000 2.000 

2:1 39-37:10-12 2.000 2.000 2.000 2.000 2.000 
33-31:16-18 2.000 1.999 2.000 2.000 1.999 
27-25:22-24 2.000 2.001 2.000 2.001 2.000 

      L/L 
     (uH) 

      
100KHz/0.1Vrms 

 

1-3(short48-46) 0.19 0.20 0.20 0.22 0.21 

               0.8 

7-9(short42-40) 0.20 0.21 0.20 0.19 0.22 
13-15(short36-34) 0.23 0.21 0.21 0.20 0.21 
19-21(short30-28) 0.20 0.21 0.21 0.20 0.21 

4-6(short45-43) 0.11 0.10 0.10 0.11 0.10 
10-12(short39-37) 0.11 0.12 0.11 0.10 0.11 
16-18(short33-31) 0.10 0.11 0.11 0.12 0.11 
22-24(short27-25) 0.11 0.10 0.11 0.10 0.11 

CW/W 
(pF) 

100KHz/0.1Vrms 

2-48 15.2 14.7 14.5 15.3 15.3 

               35 

5-45 6.3 6.8 6.7 6.6 6.6 
8-42 15.3 15.0 14.9 14.7 14.2 
11-39 6.1 6.6 6.9 6.2 6.9 
14-36 14.9 14.8 14.8 14.9 14.8 
17-33 7.1 7.6 6.5 6.7 6.9 
20-30 15.2 15.0 14.9 14.9 14.2 
23-27 6.9 6.6 6.9 6.6 6.2 

DCR 
(Ω) 

 

4-6 0.27 0.26 0.27 0.25 0.27 

               0.4 10-12 0.27 0.26 0.28 0.27 0.29 
16-18 0.26 0.26 0.26 0.27 0.26 
22-24 0.26 0.27 0.26 0.26 0.26 
1-3 0.43 0.41 0.43 0.42 0.41 

 
                0.8 

7-9 0.41 0.42 0.42 0.41 0.42 
13-15 0.43 0.41 0.42 0.41 0.43 
19-21 0.43 0.41 0.41 0.41 0.42 
25-27 0.71 0.71 0.70 0.71 0.71 

               1.1 

28-30 0.72 0.72 0.72 0.72 0.72 
31-33 0.72 0.72 0.72 0.72 0.72 
34-36 0.72 0.72 0.72 0.71 0.72 
37-39 0.72 0.71 0.72 0.72 0.70 
40-42 0.71 0.71 0.72 0.71 0.71 
43-45 0.71 0.71 0.71 0.71 0.71 
46-48 0.72 0.71 0.72 0.71 0.71 

REMARK: Approved by: Checked by: Drawn by: 

唐海英  唐海荣 
 

SAMPLES  
NO. 



 MFILTER ELECTRONIC CORP. 
SAMPLES TEST REPORT 
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CUSTOMER ACUWA CUST P/N SM51227-1EL 

ITEM TRANSFORMER MFILTER P/N TI4802S-1 

PART NO. 208-09820 DATE 2011/06/04 

ITEM TEST 
CONDITION @ 25℃ TEST PIN 11 12 13 14 15 SPECIFICATION 

Min Typ Max 

OCL 
(mH) 

10KHz/0.1Vrms 
 

25-27 2.31 2.50 2.36 2.15 2.29 

1.2   

28-30 1.92 2.10 2.07 1.98 2.27 
31-33 2.20 2.12 2.38 2.16 2.33 
34-36 2.09 1.90 2.13 2.09 2.10 
37-39 2.31 2.12 2.23 2.18 2.19 
40-42 1.89 1.97 2.01 2.20 2.12 
43-45 2.01 2.11 2.13 2.37 2.19 
46-48 2.05 2.06 1.97 2.10 2.27 

HI-POT(Vrms) 1500Vrms/0.5mA PRI/SEC PASS PASS PASS PASS PASS 1S 

TURNS RATIO 
(±5%) 100KHz/0.1Vrms 

48-46:1-3 1.000 1.001 1.001 0.999 1.000 

1:1 42-40:7-9 1.000 0.999 1.001 1.001 1.001 
36-34:13-15 0.999 1.000 1.000 1.000 1.000 
30-28:19-21 2.000 2.001 2.000 2.001 1.997 

45-43:4-6 2.001 1.999 2.000 1.999 2.000 

2:1 39-37:10-12 2.000 2.000 2.000 2.000 2.000 
33-31:16-18 2.000 1.999

 
2.000 2.000 1.999 

27-25:22-24 2.000 2.001 2.000 2.001 2.000 

      L/L 
     (uH) 

      
100KHz/0.1Vrms 

 

1-3(short48-46) 0.19 0.20 0.20 0.22 0.21 

               0.8 

7-9(short42-40) 0.20 0.21 0.20 0.19 0.22 
13-15(short36-34) 0.23 0.21 0.21 0.20 0.21 
19-21(short30-28) 0.20 0.21 0.21 0.20 0.21 

4-6(short45-43) 0.11 0.10 0.12 0.11 0.10 
10-12(short39-37) 0.11 0.11 0.11 0.10 0.11 
16-18(short33-31) 0.10 0.11 0.11 0.12 0.11 
22-24(short27-25) 0.11 0.11 0.11 0.10 0.10 

CW/W 
(pF) 

100KHz/0.1Vrms 

2-48 14.8 14.9 14.6 15.0 15.0 

               35 

5-45 6.3 6.8 6.7 6.6 6.6 
8-42 15.3 15.8 14.9 14.7 14.8 
11-39 6.1 6.6 6.9 6.2 6.9 
14-36 14.9 14.8 14.8 14.7 14.8 
17-33 6.5 6.8 6.5 6.5 6.5 
20-30 15.2 15.0 14.9 14.9 14.2 
23-27 6.9 6.6 6.9 6.5 6.8 

DCR 
(Ω) 

 

4-6 0.27 0.26 0.27 0.25 0.27 

               0.4 10-12 0.27 0.26 0.28 0.27 0.29 
16-18 0.26 0.26 0.26 0.27 0.26 
22-24 0.26 0.27 0.26 0.26 0.26 
1-3 0.43 0.41 0.43 0.42 0.41 

 
                0.8 

7-9 0.41 0.42 0.42 0.41 0.42 
13-15 0.43 0.41 0.42 0.41 0.41 
19-21 0.43 0.41 0.41 0.41 0.42 
25-27 0.71 0.71 0.70 0.71 0.71 

               1.1 

28-30 0.72 0.72 0.72 0.72 0.72 
31-33 0.72 0.72 0.72 0.72 0.72 
34-36 0.72 0.72 0.72 0.71 0.72 
37-39 0.72 0.71 0.72 0.72 0.70 
40-42 0.71 0.71 0.72 0.71 0.71 
43-45 0.71 0.71 0.71 0.71 0.71 
46-48 0.72 0.71 0.72 0.71 0.70 

REMARK: Approved by: Checked by: Drawn by: 

唐海英  唐海荣 
 

SAMPLES  
NO. 



 MFILTER ELECTRONIC CORP. 
SAMPLES TEST REPORT 
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CUSTOMER ACUWA CUST P/N SM51227-1EL 

ITEM TRANSFORMER MFILTER P/N TI4802S-1 

PART NO. 208-09820 DATE 2011/06/04 

ITEM TEST 
CONDITION @ 25℃ TEST PIN 16 17 18 19 20 SPECIFICATION 

Min Typ Max 

OCL 
(mH) 

10KHz/0.1Vrms 
 

25-27 2.39 2.50 2.36 2.10 2.20 

1.2   

28-30 1.92 2.10 2.07 1.98 1.90 
31-33 2.22 2.12 2.38 2.16 2.42 
34-36 1.99 1.97 2.13 2.09 2.16 
37-39 2.31 2.28 2.23 2.18 2.39 
40-42 1.99 1.97 2.31 2.20 2.12 
43-45 2.01 2.11 2.13 2.07 2.19 
46-48 2.17 1.97 2.20 2.10 2.27 

HI-POT(Vrms) 1500Vrms/0.5mA PRI/SEC PASS PASS PASS PASS PASS 1S 

TURNS RATIO 
(±5%) 100KHz/0.1Vrms 

48-46:1-3 0.999 1.001 1.001 0.999 1.000 

1:1 42-40:7-9 1.000 1.000 1.001 1.001 1.001 
36-34:13-15 0.999 1.000 1.000 1.000 1.000 
30-28:19-21 1.999 2.001 2.000 2.001 1.997 

45-43:4-6 2.001 2.000 2.000 2.000 2.000 

2:1 39-37:10-12 2.000 1.999 2.000 1.999 2.000 
33-31:16-18 2.000 1.999 2.000 2.000 1.999 
27-25:22-24 2.000 2.001 2.000 2.001 2.000 

      L/L 
     (uH) 

      
100KHz/0.1Vrms 

 

1-3(short48-46) 0.19 0.20 0.20 0.22 0.21 

               0.8 

7-9(short42-40) 0.20 0.21 0.20 0.19 0.22 
13-15(short36-34) 0.23 0.21 0.21 0.20 0.21 
19-21(short30-28) 0.20 0.21 0.21 0.20 0.21 

4-6(short45-43) 0.11 0.10 0.10 0.11 0.10 
10-12(short39-37) 0.11 0.12 0.11 0.10 0.11 
16-18(short33-31) 0.10 0.11 0.11 0.12 0.11 
22-24(short27-25) 0.11 0.10 0.11 0.10 0.11 

CW/W 
(pF) 

100KHz/0.1Vrms 

2-48 14.8 14.5 14.6 15.0 15.2 

               35 

5-45 6.3 6.8 6.7 6.6 6.6 
8-42 15.0 15.2 14.9 14.7 14.9 
11-39 6.1 6.6 6.9 6.2 6.9 
14-36 14.9 14.8 14.8 14.7 14.8 
17-33 6.5 6.8 6.5 6.5 6.5 
20-30 15.2 15.0 14.9 14.8 14.5 
23-27 6.9 6.6 6.3 6.5 6.6 

DCR 
(Ω) 

 

4-6 0.27 0.26 0.26 0.25 0.26 

               0.4 10-12 0.27 0.26 0.26 0.27 0.26 
16-18 0.26 0.26 0.26 0.27 0.26 
22-24 0.26 0.27 0.26 0.26 0.26 
1-3 0.43 0.41 0.43 0.42 0.41 

 
                0.8 

7-9 0.41 0.42 0.42 0.41 0.42 
13-15 0.43 0.41 0.42 0.41 0.41 
19-21 0.43 0.41 0.41 0.41 0.42 
25-27 0.71 0.71 0.70 0.71 0.71 

               1.1 

28-30 0.72 0.72 0.72 0.72 0.72 
31-33 0.72 0.72 0.72 0.72 0.72 
34-36 0.72 0.72 0.72 0.71 0.72 
37-39 0.72 0.71 0.72 0.72 0.70 
40-42 0.71 0.71 0.72 0.71 0.71 
43-45 0.71 0.71 0.71 0.71 0.71 
46-48 0.72 0.71 0.72 0.71 0.71 

REMARK: Approved by: Checked by: Drawn by: 

唐海英  唐海荣 
 

SAMPLES  
NO. 



 MFILTER ELECTRONIC CORP. 
SAMPLES TEST REPORT 
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CUSTOMER ACUWA CUST P/N SM51227-1EL 

ITEM TRANSFORMER MFILTER P/N TI4802S-1 

PART NO. 208-09820 DATE 2011/06/04 

ITEM TEST 
CONDITION @ 25℃ TEST PIN 21 22 23 24 25 SPECIFICATION 

Min Typ Max 

OCL 
(mH) 

10KHz/0.1Vrms 
 

25-27 2.31 2.40 2.16 2.10 2.20 

1.2   

28-30 1.92 2.10 2.07 1.78 1.90 
31-33 2.24 2.12 2.38 2.16 2.42 
34-36 1.99 1.96 2.03 2.01 2.12 
37-39 2.31 1.98 2.23 2.18 2.39 
40-42 1.89 1.97 1.91 2.19 2.12 
43-45 2.01 2.11 2.13 2.07 2.19 
46-48 2.07 2.08 1.90 2.10 2.20 

HI-POT(Vrms) 1500Vrms/0.5mA PRI/SEC PASS PASS PASS PASS PASS 1S 

TURNS RATIO 
(±5%) 100KHz/0.1Vrms 

48-46:1-3 0.999 1.001 1.001 0.999 1.000 

1:1 42-40:7-9 1.000 0.999 1.001 1.001 1.001 
36-34:13-15 1.000 1.000 1.000 1.000 1.000 
30-28:19-21 1.999 2.001 2.000 2.001 1.997 

45-43:4-6 2.000 1.999 2.000 2.000 2.000 

2:1 39-37:10-12 2.000 1.999 2.000 1.999 2.000 
33-31:16-18 2.000 1.999 2.000 2.000 1.999 
27-25:22-24 2.000 2.001 2.000 2.001 2.000 

      L/L 
     (uH) 

      
100KHz/0.1Vrms 

 

1-3(short48-46) 0.22 0.20 0.20 0.22 0.21 

               0.8 

7-9(short42-40) 0.22 0.21 0.20 0.19 0.22 
13-15(short36-34) 0.23 0.21 0.21 0.20 0.21 
19-21(short30-28) 0.20 0.21 0.21 0.20 0.21 

4-6(short45-43) 0.11 0.10 0.10 0.11 0.10 
10-12(short39-37) 0.11 0.12 0.11 0.10 0.11 
16-18(short33-31) 0.10 0.11 0.11 0.12 0.11 
22-24(short27-25) 0.11 0.10 0.11 0.10 0.11 

CW/W 
(pF) 

100KHz/0.1Vrms 

2-48 14.8 14.5 14.6 15.0 15.2 

               35 

5-45 6.3 6.8 6.7 6.6 6.6 
8-42 15.3 14.8 14.9 14.6 14.2 
11-39 6.1 6.6 6.9 6.2 6.9 
14-36 14.9 14.8 14.8 14.7 14.8 
17-33 6.5 6.8 6.5 6.5 6.5 
20-30 15.2 15.0 14.9 14.9 14.2 
23-27 6.9 6.6 6.6 6.7 6.5 

DCR 
(Ω) 

 

4-6 0.26 0.26 0.25 0.25 0.26 

               0.4 10-12 0.27 0.26 0.25 0.27 0.25 
16-18 0.26 0.26 0.26 0.25 0.26 
22-24 0.26 0.25 0.26 0.26 0.26 
1-3 0.42 0.41 0.43 0.42 0.41 

 
                0.8 

7-9 0.41 0.42 0.42 0.41 0.42 
13-15 0.43 0.41 0.42 0.41 0.41 
19-21 0.43 0.41 0.41 0.41 0.42 
25-27 0.71 0.71 0.70 0.71 0.71 

               1.1 

28-30 0.72 0.72 0.72 0.72 0.72 
31-33 0.72 0.72 0.72 0.72 0.72 
34-36 0.72 0.72 0.72 0.71 0.72 
37-39 0.72 0.71 0.72 0.72 0.70 
40-42 0.71 0.71 0.72 0.71 0.71 
43-45 0.71 0.71 0.71 0.71 0.71 
46-48 0.72 0.71 0.72 0.71 0.70 

REMARK: Approved by: Checked by: Drawn by: 

唐海英  唐海荣 
 

SAMPLES  
NO. 



 MFILTER ELECTRONIC CORP. 
SAMPLES TEST REPORT 
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CUSTOMER ACUWA CUST P/N SM51227-1EL 

ITEM TRANSFORMER MFILTER P/N TI4802S-1 

PART NO. 208-09820 DATE 2011/06/04 

ITEM TEST 
CONDITION @ 25℃ TEST PIN 26 27 28 29 30 SPECIFICATION 

Min Typ Max 

OCL 
(mH) 

10KHz/0.1Vrms 
 

25-27 2.29 2.05 2.30 2.25 2.22 

1.2   

28-30 1.90 2.11 2.11 2.20 2.00 
31-33 2.31 2.27 1.92 2.17 2.10 
34-36 1.93 2.08 2.01 1.87 2.50 
37-39 2.38 2.32 2.54 2.32 2.35 
40-42 1.90 2.01 2.16 2.07 2.01 
43-45 2.10 2.37 2.49 2.39 2.42 
46-48 2.07 2.08 2.00 1.98 1.86 

HI-POT(Vrms) 1500Vrms/0.5mA PRI/SEC PASS PASS PASS PASS PASS 1S 

TURNS RATIO 
(±5%) 100KHz/0.1Vrms 

48-46:1-3 1.000 1.001 1.001 0.999 1.000 
1:1 42-40:7-9 1.000 1.000 1.000 1.000 1.001 

36-34:13-15 0.999 1.000 0.999 1.000 1.000 
30-28:19-21 2.001 2.000 2.000 2.001 2.001 

45-43:4-6 1.999 1.999 2.000 2.000 2.000 
2:1 39-37:10-12 2.000 2.000 2.000 1.999 2.000 

33-31:16-18 2.000 1.999 2.000 2.000 2.000 
27-25:22-24 1.999 2.001 2.000 2.000 1.999 

      L/L 
     (uH) 

      
100KHz/0.1Vrms 

 

1-3(short48-46) 0.19 0.20 0.20 0.22 0.21 

               0.8 

7-9(short42-40) 0.20 0.21 0.20 0.19 0.22 
13-15(short36-34) 0.23 0.21 0.21 0.20 0.21 
19-21(short30-28) 0.20 0.21 0.21 0.20 0.21 

4-6(short45-43) 0.11 0.10 0.10 0.11 0.10 
10-12(short39-37) 0.11 0.12 0.11 0.10 0.11 
16-18(short33-31) 0.10 0.11 0.11 0.12 0.11 
22-24(short27-25) 0.11 0.10 0.11 0.10 0.11 

CW/W 
(pF) 

100KHz/0.1Vrms 

2-48 15.2 14.8 14.7 15.3 15.2 

               35 

5-45 6.3 6.5 6.7 6.6 6.5 
8-42 15.3 15.8 14.9 14.7 14.2 
11-39 6.1 6.6 6.5 6.2 6.3 
14-36 14.9 14.7 14.8 14.9 14.8 
17-33 6.3 6.6 6.5 6.7 6.9 
20-30 14.8 15.0 14.9 14.9 14.3 
23-27 6.9 6.6 5.9 6.7 6.3 

DCR 
(Ω) 

 

4-6 0.25 0.26 0.26 0.25 0.25 
               0.4 10-12 0.25 0.26 0.25 0.25 0.25 

16-18 0.26 0.25 0.26 0.25 0.26 
22-24 0.26 0.25 0.26 0.26 0.26 
1-3 0.43 0.41 0.41 0.42 0.41 

 
                0.8 

7-9 0.41 0.42 0.42 0.41 0.42 
13-15 0.40 0.41 0.42 0.41 0.40 
19-21 0.42 0.41 0.41 0.41 0.42 
25-27 0.71 0.71 0.70 0.71 0.71 

               1.1 

28-30 0.72 0.72 0.72 0.72 0.72 
31-33 0.72 0.72 0.72 0.72 0.72 
34-36 0.72 0.72 0.72 0.71 0.72 
37-39 0.72 0.71 0.72 0.72 0.70 
40-42 0.71 0.71 0.72 0.71 0.71 
43-45 0.71 0.71 0.71 0.71 0.71 
46-48 0.72 0.71 0.72 0.71 0.70 

REMARK: Approved by: Checked by: Drawn by: 

唐海英  唐海荣 
 

SAMPLES  
NO. 



REEL W/DIM 32.8(L) ×22.4(W) ×8.6(H) 
 

 MFILTER 
ELECTRONIC CORP. 

P/N:TI4802S-1 DATA SHEET(REFERENCE BOURNS SM51227-1EL)      Page：1/1 
 

Approvedby：唐海英 
   

Checked by. : Prepared by : 唐海榮 

 

 

REEL MECHANICAL DIMENSION 

  

INNER CARTON:34(L)×34(W)×7.6(H) EXPORT CARTON:36(L)×36(W)×15.6(H) 

 

1. ONE ROLL：225PCS 
2. ONE ROLL BOX： 225PCS 
3. TWO BOX CARTON：450PCS 
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